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Three types of fire exposures

Radiant heat

\
'4 Radlant heat

from bumlng
toolshed
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A Defensible space strategies have focused on how to redireet flame contact.
A Preparing for embers and radiant heat exposures takes a different approach




Purpose

Zone O is the & &
decks
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Zone 0 reduces the likelihood sifructure ignitionby
reducing the potential fodirect ignition of the structure
from flame contact byembers that accumulate at the
base of a walland/or indirect ignitions wheembers

ignite vegetation, vegetative debris or other combustible
materials located close to the structure that result in
either a radiant heat and/or a direct flame contact
exposure to the structure.

Zone 0 is thénorizontal area within the first five feet
around the structure and any outbuildings and attached
decks, and stairsThe zone also includes thesa under
attached decks and stair landing3o be most effective,

the zone should mcorporate@clnch vertical aresbetween
0§KS 3IANRdzyR I yR (GKS aidl NI
(Note: the appropriate vertical height would be dependen
on whether combustibles are retained in Zone 0 and
coupled with Chapter 7A requirements. The Office of the
State Fire Marshal is the regulatory authority for this

vertical zone smce this zone waquid ba pa%\of the built
énirbrimérie) ¢ AT A AOOA

Zone 0 is a critical component of structure defense and,
when coupled with Zones 1 and Zone 2, is essential to
defensible space.



ltems commonly located in Zone O

Y Rock, pavers, statuary, fountains, Y Covered storage facilities
cement Y Bender board

Y Landscape materials

Y Potted plants

Y Garbage, recycling receptacles

Y Mature tree

Yirrigated and mowed lawn Y Vehicles
g Synthetic lawn Y HVAC, heat pumps
Ylrrigated, nonwoody plants Y Outdoor kitchens

Y Decorative structures Y Attached patio covers
Y lg;uailltc?i r?g; fence that attaches to the | pgrtaple BBQs

YParallel fence Y Pet and animal structures



Workgroup viewpoint on allowances

Y Rock, pavers, statuary, fountains, cement (V7
Ylrrigated and mowed lawn (5/7)

Ylrrigated, norwoody plants(5/7)

Y Potted plants noncombustible pot (5/7)

Y Mature tree (4/7) Y Educational strateqgy far
Y Parallel fence (3/7) Y Garbage, recycling receptacles
Y Bender board (3/7) Y Vehicles

Y HVAC, heat pumps

Y Outdoor kitchens

Y Attached patio covers

Y Portable BBQs

Y Pet and animal structures

Green allowable
Orange needs discussion

Yellow use an educational approach






